Electronic Logging Devices and Hours of Service - Training
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e Safety Of

DATA TRANSFER: WEB SERVICES

ial E Driver/Cari

@ REQUEST driver initiate
data transfer via web
services* and provide
safety official code or
investigation code.

© SELECT web services,
enter safety officiall
investigation code and
initiate data transfer.

© LOCATE ELD file in
FMCSAS server using
eRODS, review driver
log for HOS violations.

#If the safety official requests email data transfer, select email and
follow the same steps. Emailed files will also be sent to FMCSA' server.

X TROUBLESHOOTING TIPS

The safety official is telling me to enter a
safety official code/ investigation code.
Whatis this for?

Entering this information tells your ELD to

“tag” your file with the code, helping the
safety official locate the file quickly. The
ELD rule requires devices to give you the
option to enter this, look for a field called

“Comment”, “Note", or similar.
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DATA TRANSFER: BLUETOOTH

e Safety Official E Driver/Carrier

My ELD can't pair with the safety official’s device
Request the safety official to activate Bluetooth on their
device and make it discoverable.

Why is my device asking for a PIN?
‘The ELD may require the safety official to enter a
passcode before confirming pairing with your device.
The ELD should provide you with this passcode to share
with the safety official. Similarly, your device may
produce this passcode for the safety official to enter.
Consult your ELD user manual for more details.

© REQUEST driver
data transfer via
Bluetooth. Activate
Bluetooth on enforcement
equipment and confirm
pairing with ELD.

iate

© PROVIDE safety
safety official code or
investigation code.

© SELECT Bluetooth data
transfer on ELD and
confirm pairing with
safety official's equipment.

© LOCATEELD file in
FMCSA's server using
€RODS review driver log
for HOS violations.

O ENTER safety
official code, initiate
data transfer.
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DATA TRANSFER: USB

@ REQUEST driver initiate
data transfer via US8.
Unlock USB drive and
provide to driver.

© INSERT Usg into
computer and use
€RODS to locate and
‘open the file, review
driver log for
HOS violations.

Safety Official E Driver/Carrier

© INSERT unlocked USB
drive into ELD and

iate data transfer.

Hand USB drive back

to safety official once
transfer is complete.

x TROUBLESHOOTING TIPS

Why won't my ELD accept the USB?

The ELD rule requires a USB drive to be set up with a
configuration file before an ELD transfers data to it.
Confirm with the safety official that the USB drive has
been set up.

If your ELD still won't accept the USB drive, the USB
may be in a different file format from the one your
ELD accepts. The safety official may update the file
format and try again, or proceed using the on-screen
display or printout.
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Using ELDs to Transfer Electronic Driver Logs
The safety official requests the method of transfer. Be sure you know which data X TROUBLESHOOTING TIPS
transfer methods your device will support, and how to access the backup method.

First, be sure you are using an ELD, as
AOBRDs do not support these methods
of data transfer. If all else fails, offer your
device's on-screen display or printout.
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